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1. Private Line Service 
1.1 Description 

Rates and charges for services explained herein are contained in Part M I  Section 2. 

1.1.1 General 
A. Private line service is that of furnishing facilities for communications between I specified locations. 

line service is classified by Series and further classified within each Series by 
Types. Series and their types are described in Section 2 in terms of characteristics and 
use. 

C. The private line services furnished are provided over routes elected by the Telephone 
Company. When the customer requests special channel routing or sequence o f  
connection, the n~ileages are based upon the conditions involved. 

D. A private line may be used for different types o f  transmission simultaneously in 
accordance with the normal transmission characteristics of such private line, subject to 
the following. 

1. When used for remote operation of a mobile radio-telephone system, it may be used 
si~~~ultaneously for voice communication and to transmit more than one tone in 
sequence or sin~ultaneously for control purposes. 

2. When used for control, metering or signaling purposes, it may be used to transmit 
more than one tone in sequence or simultaneously for such purposes. 

E. Additional Channels may be created from a channel provided for private line 
services as follows. 

1. Customers, authorized users, or joint users, by use of their own equipnient, and in 
accordance with the normal transmission characteristics of the private line, may create 
additional channels from channels furnished by the Telephone Company if the 
channels created are used for remote operation of mobile systems, or for remote 
metering, supervisory control, or signaling purposes. 

Custoniers, authorized users, or joint users by use of their own equipment, and in 
accordance with the normal transmission characteristics of the grade of channel 
ordered, map create additional channels for any type of con~munication, except as 
specified in ltem 1, by subdividing a channel of a Type number lower than 5500 or a 
Type 10001. However, such channels may not be created from a voice grade private 
line used for telephoto or facsimile transmission. The use of channel derivation 
devices to create additional channels from channels furnished by the Telephone 
Company is subject to the regulations regarding connection of customer premises 
equipment in Section 1.7. 

The Telephone Company makes no representation as to the suitability of the channels 
provided bv i t  for subdivision into additional channels bv the customer. 
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1. Private Line Service 
1.2 Regulations 

The regulations contained herein are in addition to the General Regulations 
contained in Part A, Section 1. 

The minimum service period h)r private line service, except for Series 6000 channels, 
is one month. However, a longer contract period miy be required where unusual 
costs are involved to furnish service. 

The minimum service period for Series 6000 channels is specified in Section 2. 
However, a longer period may be required where unusual costs are involved to 
furnish service. 

L 

1.2.2 Cancellation of Service 
r I 

Upon nonpayment of any sum due the Telephone Company or upon a violation of 
any of the conditions governing the furnishing of a service or channel, the Telephone 
Company may, by notice in writins to the customer without incurring any liability, 
discontinue the furnishing of the service or channel and terminate the contract. I 
When the customer of record cancels an application h)r service prior to the start of 
installation or construction of facilities tariff general regulations apply. 

i 

1.2.3 T m i e r  of Service 

The service or any rights associated therewith may not be assigned or transferred in 
any manner. I 
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1. Private Line Service 
1.3 Use of Service 

General 
Private lines may be used for one or more of the following purposes. 

For the transmission of con~inunications to or from the custon~er and relating directly 
to the custdiner's business. 

For the transmission of conumunications to all stations si~nultaneously which relate 
directly to matters of conunon interest to the customer and the authorized users when 
those connected to the service are all in the same general line of business. 

For the transmission of communications relating directly to the business of a 
subsidiary corporation over w h c h  the customer exercises control through the 
ownership of more than 502 of the voting stock. 

For the transmission of con~n~unications to or from any station on a service furnished 
to a Department or Agency of the United States Governnient when the head of the 
Department or Agency or a duly authorized representative notifies the Telephone 
Company in writing that the use is intended only for official United States 
Gmrernment business. 

When the use of the service relates to coordination or exchange of electrical pooled 
power for the transmission of conin~unications between any two or more stations of 
such service or similar services furnished to others who are parties to the 
coordimting or exchange arrangement. 

For the transmission of comniunications to, from, within, and between air carriers if 
the custonier is an aeronautical conimunica tiom company licensed under the 
Aviation Services rules of the FCC to operate stations in the aeronautical mobile and 
fixed s e n  r~ces.  ' 

1.3.2 Lawful Use 

A. 1 Private line service is not to be used for an  unlawful purpose. I 
1.3.3 Alternate Use 

Certain private line services may be used for different types of transmission on  an  
alternate use basis. Except as provided therein, facilities furnished under this tariff 
may be used for other cominunications purposes for which they are suited, subject to 
the following provisions. 

The purpose for which thc private line service is to be used must be made known to 
the Telephone Conipany prior to such use. 

The frequency range, speed, and other characteristics of signals transmitted  nus st fall 
within those specified for the channel furnished. 

Station equipnient and station wiring in connection with alternate use is provided by 
the custoiiwr, author i~cd user, or ioint user. 
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1. Private Line Service 
1.3 Use of Service 

1.3.3 Alternate Use 
(Continued) 

Connection of channel facilities to other facilities furnished by the Telephone 
Company may not be set u p  at central office switchboards, Private Branch Exchange 
(PBX), or other switching arrangements if the connection involves a use other than 
that tor which the switchboards or other switching arrangements are furnished. 

If the purpose for which the channel facilities are to be used requires a type of 
channel for which a higher rate applies than for the other purpose, the higher channel 
rate applies. 

Subject to the provisions contained herein, the Telephone Company will provide 
private line service to permit the custon~er to use the service for different types ot 
transmission on an alternate use basis. Regulations applicable to a particular type of 
operation apply during the period the service is used for that type of operation. 

The customer may at will switch from one type of operation to another but only one 
type of operation can be used at one time. 

Alternate use is available on two point services. On services involving more than two 
points, alternate use is permitted where facilities permit. 

Foreign exchange servicc. operation is available only on two point services. 

2001 Channels 

The arrangement to switch from private line to foreign exchange service at each of the 
two service points for voice private line service used alternately as a channel in 
connection with foreign exchange requires a Type 1001 channel between the 
customer's premises and the rate center. 

The intercept arrangement to permit calls made to the foreign exchange line to be 
received at the customer's location in the foreign exchange only during the period 
that the servicc is in use as a voice private line service is provided in accordance with 
the local channels specified in Section 2. 

Voice and teletypewriter, voice and remote metering, and voice and data alternate 
uses require a Type 2001A or 2001B channel when a PBX station line or tie line is 
involved. When alternate use for voicc is indicated, the voice use permitted is that for 
which Types 2001, 2001A, or 2001B (when a PBX extension or tie line is involved) 
channels are furnished. 
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1. Private Line Service 
1.3 Use of Service 

Alternate Use 
Alternate use arrangements for use with services utilizing Series 5000 channels having 
a Type number less than 5500 are furnished at charges whch  are the same as those 
specified for Series 1000, 2000 and 3000, except that the charges applicable for the 
type of channel furnished are the monthly charges for the comparable type of Series 
5000 channel. Alternate use arrangements for use with services utilizing Series 5000 
channels having a Type number greater than 5500 are as follows. 

Type 1-For use to permit base capacity equivalent to 12 or 60 voice grade channels 
to be alternately used with Type 5500 service terminals or as a number of channels or 
lesser capacity, provided that the alternate use is limited to the capacity within a two 
point section, or multi-point sections where the base capacity of which alternate use is 
desired has neither intermediate service terminals nor intcrinediate connections to 
other channels associated with the base capacity (or portion thereofl a rrangcd for 
alternate use. 

At each terminal of a section or group of sections arranged for the alternate use of 
base capacity equivalent to 12 voice channels or 60 voice channels. 

At each terminal of a section or group of sections so arranged, a service terminal or 
connecting arrangement for each of the two types of operation is required for each 
channel arranged for use within the alternatelv used capacity. 

Service charges apply in addition to rates for alternate use, and to all other applicable 
rates and charges for the associated equipment. 

Transfer kevs are provided bv the cus toiner. 

A. If a private line service is arranged for joint use as specified herein, the joint user is I I uerrnitted to use the service in the same manner as the customer. 

Joint use arrangements are offered on intercxchange private line services utilizing 
Series 1000, 2000 or 3000 channels and equipment except those services utilizing a 
Type 2006 channel, or a Type 2001 channel used alternately as a channel in 
connection with foreign exchange service or in connection with a Type 2001A channel 
utili~ed for bridged main telephone extension line service. Joint use as specified 
herein is not offered on those services utilizing, in whole or in part, Series 5000, 6000 
or '10000 channels or on private line services and channels set forth in Section 2. 

A joint user must have a station and a local channel on the private line and the 
station must be located on the premises of the joint user, except that these 
requirements do not apply to a joint user of a private line with respect to his use of 
additional channels created by the customer from the private line provided a joint 
user has a station on a channel connected in accordance with Sections 1.7.5, 1.7.6 and 
Section 1.7.7 to the channel created bv the customer. 
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1. Private Line Service 
1.3 Use of Service 

1.3.4 Joint Use 

D. The Telephone Company is not responsible for the manner in which the joint use of 
the service is allocated. Orders involving the start, rearrangement, release, or 
discontinuance of service will be accepted by the Telephone Company only from the 
cus torner. 

All charges for the service, including the charges for the joint use arrangement, and 
local channels, furnished for the joint users as part of the private line service, will be 
computed as though the service were to be billed to the customer. The customer and 
each joint user will be billed for the components of the service which are furnished 
exclusively to each of them for his individual use. The charges for components of the 
service which are jointly used will be allocated tor hilling purposes in accordance 
with percentages of use specified by the customer. The specified percentages will 
remain in eftect for a minimum of one month and the percentages on file on the first 
day of the customer's billing cycle will be used in computing that month's hilling. 
Without affecting the customer's ultimate responsibility for payment of all charges for 
the service, each joint user is responsible for the payment of the charges billed to him 
in accordance with the renulation contained herein. 
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1. Private Line Service 
1.4 Responsibility of the Telephone Company 

Liability 
The Telephone Company is not responsible for damages arising nut of mistakes, 
omissions, interruptions, delays, or errors or defects in transniission, except those 
caused either by its failure to furnish facilities suitable for ordinary telephone service 
or by its failure to maintain and operate the facilities in a manner proper for 
telephone service. 

The liability of the Telephone Company for damages caused either by its failure to 
furnish facilities suitable for ordinary tclcuhone service or bv its failure to maintain 
and operate the facilities in a nianner proper for telephone service cannot exceed an  
aniount equivalent to the proportionate charge to the customer for the period of 
service during wtuch such mistake, onussion, interruption, delay, or error or defect in 
transmission occurs. Loss of profits by the applicant or subscriber is not considered an 
element of damage for which the Telephone Company is liable. 

The Telephone Company is not liable for any defaceiiient of, or damage to the 
premises of a customer, authorimd user, or joint user resulting from the hrnishing of 
channel facilities, or from the attachment of the equipment and associated wiring 
furnished by the Telephone Company on the preniiks or by the installation or 
removal thereof, i f  defacement or damage is not the result of negligence of the agents 
or employees of the Telephone Company. 

The Telephone Companv is indemnified and saved harmless by thc customer against 
the following clai~iis. 

Claims for libel, slander, or the infringement of copyright arising directly or indirectly 
from the material transmitted over the facilities or the use thereof. 

Claims for infringement of patents arising from combining apparatus and systelns of 
the custoiner with, or using them in connection with facilities furnished by the 
Telephone Company. 

All other claims arising out of any act or omission of the custoliier in connection with 
the facilities provided by the Telephone Company. 

Private line service may be limited in order to coniply with orders issued under 
wartime authority of the President of the United States. I 

B. I The Tele~hone Coin~anv does not underta k t  to transmit mcssanes. 11 

..- 
A. Unless otherwise indicated, service is furnished 24 hours per day, scven days per I 1 week. I 

Issued: March 07, 2001 
Effective: March 07, 2001 

J. Michael Hickey 
President-NH 



NHPUC No. 83 Private Line Services 
Part B Section 1 

Page 8 
Origmal 

Verizon New England Inc. 

1. Private Line Service 
1.4 Responsibility of the Telephone Company 

Manner af Provision 
Private line service is provided if suitable facilities are and continue to be available. I f  
a shortage of facilities exists at any time, either for a temporary or a protracted 
period, the establishment of exchange service and Message Telecomniunications 
Services (MTS) takes precedence over all other services and uses. 

The Telephone Company will attempt, but cannot guarantee, to secure the facilities of 
other companies if required to furnish a service or channel to a customer. 

In view of the fact that the customer has exclusive control of his comniunica tions over 
the facilities furnished by the Telephone Company and oi the other uses for which 
facilities may be furnished by the Telephone Company, and because of 
unavoidableness oi errors incident to the services and to the use of the facilities of the 
Telephone Conipany, the services and facilities furnished by the Telephone Company 
are subject to the terms, conditions and limitations specified herein. 

The Telephone Company provides all facilities necessary for private line service. The 
customer, authorized user, or joint user provides any terminal equipment or multi- 
line terminating system for use with private line service as specified elsewhere in Part 
B. 

The Telephone Conipany provides one suitable termination of a private line on the 
premises of the customer, authorized user, or joint user. Additional terminations must 
be provided by the customer. 

The Telephone Company undertakes to maintain and repair the facilities that i t  
furnishes. 

The Telephone Con~pany does not provide private line service as an extended line to 
an additional point in the same building or another building on the same premises or 
exclusively between points on the same premises of a customer, authorized user, or 
joint user. 

Service arrangements for extended lines or lines exclusively between points on the 
same premises, installed before January 1, 1987 are furnished to existing customers at 
present locations only in the same or lesser quantities. 

Construction-The regulations applicable to construction for private line service are 
specificd in Part A, Section 2. The type of construction, when provided by the 
Telephone Company, and its routing are at all times determined by the Telephone 
Company, and ownership of the construction remains vested in the Telephone 
Coin pa ny . 
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1. Private Line Service 
1.5 Responsibility of the Customer 

No carrier participating in this service is liable for any act or omission of any other 
carrier also ~artici~atinrr;  in the service. 

8. The custo~rier indemnifies and holds the Telephone Con~pany harniless from any and 
all loss, claims, demands, suits, or other action, or any liability whatsoever, whether 
suffered, made, instituted, or asserted by the customer or by any other party or 
persons, for any personal injury to or death of any person or persons, and for any 
loss, damage, or destruction of anv property, whether owned by the custonier or 
others, caused or claimed to have been caused directly or indirectly by the 
installation, opera tion, failure to operate, maintenance, removal, presence, condition, 
location, or use of equipment provided by the customer in hazardous locations. The 
Telephone Company may require each customer to sign agreement for the 
furnishing of facilities as a condition precedent to the furnishing of private line 
service. 

C. The customer is responsible for daiiiages to facilities of the Telephone Company 
caused bv the nerlirrence or willful act of the uscrs. 

D.1 Thc customer is res~onsible for reimbursinrr the Tele~hone C o m ~ a n v  for anv loss 
< 1 I ,  I through theft of Telephone Company property on thb premises of the customer. 

Estabjlishing Identity 
1 

1.5.3 Equipment, Spate and Power 

A. 

The customer is responsible for ensuring the provision of the power required to 
operate Telephone Company facilities installed on the pren~ises of the customer, 
authorkcd user, or joint user. 

The customer is responsible for the provision of space on-premises for Telephone 
Con i~anv  eaui~nient,  where necessarv. 

The customer is responsible for establishing his identity in the course of (iny 
communication as often as necessary, and establishing the identity of the person or 
persons with whom connection is made at the called station. I 

The custo~iier is responsible for the provision, installation, and maintenance of sealed 
conduit with explosive-proof fittings in explosive atmospheres and points outside the 
hazardous area where connection may be made with regular facilities of the 
Telephone Conipany. 

Teletype Transmission-When a private line is used for teletypewriter transmission, 
the teletypewriter equipment is provided by the customer, a u t h o r i d  user, or joint 
user, and must operate at a line signaling speed not to exceed that specified for the 
channel facilities furnished. I t  is the custonier's responsibility to insure the continuing 
compatibility of the equipment with thc private line service furnished by the 
Telephone Con~panv. 
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1. Private Line Service 
1.5 Responsibility of the Customer 

4 

1.53 Equipment, Space and Power I 
Data Transmission-When a private line is used for data transmission that requires 
terminal equipment/da ta sets, the data sets are provided by the customer, authorized 
user, or joint user. I t  is the responsibility of the customer to insure the continuing 
compatibility of the data sets with the private line service furnished by the Telephone 
Commnv. 

1.5.4 Sewice Affecting Activities 

The customer is responsible for obtaining permission for Telephone Company agents 
or employees to enter the premises of the customer, authorized user, or joint user at 
any reasonable hour for the purpose of installing, inspecting, repairing, or upon 
termination of the service, removing the facilities of the Telephone Company. 

The custonier is responsible for making Telephone Company facilities available for 
maintemncc purposes at a time agreeable to both the Telephone Company and the 
customer. No allowance is made for the period during which service is interrupted 
for this purpose. 
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1. Private Line Service 
1.6 Service Interruptions 

When service is interrupted due to causes other than the negligence of the customer, 
or the failure of facilities furnished by the customer, a credit allowance is made as 
specified within this subsection, for thc portion of the service which is affected, 
provided that the interruption is brought to the attention of the Telephone Company 
within ten days. For the purpose of determining the amount of allowance, every 
month is considered to have 30 davs. MTS furnished at the customer's request while 
service is interrupted is charged fop at MTS rates. 

Intraexchange Services-A credit is not provided for interruptions to service of less 
than 24 hours. Interruptions of 2-4 hours or over are credited to the customer at the 
proportionate monthly charge in per diem multiples for each day or fraction thereof 
of interruption. 

Interexchange Services-A credit is not provided for interruptions to service of less 
than 30 minutes. lnterruutions of 30 minutes or over are credited to the customer at 
the proportionate monthiy contract charge in half hour multiples for each half hour or 
fraction thereof of interruption. 

Series 5000 Channeh 

I When service is interrupted for a period o f  two hours or more, credit is provided for the 
portion of the service affected by the interruption in hourly iiiultiples for each hour or 
major fraction thereof of interruption as follows. 

For items other than base capacity, credit is provided in the proportion that the 
period of interruption bears to the hours in a month. 

For each of the several types of base capacity, credit is con~puted separately for each 
two point section affected where the base capacity is furnished for use as a single 
channel, credit is allowed as set forth in Section 1.6.3A or, where the base ca~ac i t v  is 

I I furnished for use as individual channels of lesser individual capacity, the following is 
applicable. 

If the equivalent voice grade channels interrupted in a section are less than 50% of the 
total equivalent voice grade channels arranged for use in the section, a credit is not 
prcw ided. 
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1. Private Line Service 
1.6 Service Interruptions 

When use of facilities is interrupted for a period of 30 seconds or more, due to any 
cause other than the negligence of the customer or the failure of facilities provided by 
the customer, credit is provided in multiples of five minutes for each five minutes or 
fraction thtreof of interruption, except that two or more interruptions occurring 
during any period of five consecutive minutes are considered one interruption. 

The amount of the credit is equal to that portion of the difference between the charge 
(monthly or per occasion as the case may be) for the complete service and the charge 
which would be applicable to that portion of the service not affected by the 
interruption that the period of interruption to be allowed for represents of the total 
time upon which the charge is based (monthly or per occasion as the case may be) 
except that, in applying t h s  regulation to charges for local channels and to charges 
for station connections in connection with Types 6004 and 6006, and to charges for 
bridging connections in connection with Type 6002 in any month when the maximum 
charges for such station or bridging connections do not apply, the total number ol 
hours for which service is requested in the month are used in lieu of the total time 
upon which the charge is based. 

When use of local channel facilities within a program exchange area not associated 
with interexchange channels is interrupted for a period of 30 minutes or more, credil 
i? allowed to the customer a t  the proportionate monthly contract charge in half-hou~ 
multiples for each half hour or major fraction thereof of interruption. Credit is no1 
allowed for interruptions of less than 30 minutes. 
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1. Private Line Service 
1.7 Connection to Private Line Service 

1.7J Responsibility of the Telephone Company 
The responsibility of the Telephone Company is limited to the furnishing of service 
components suitable for private line services and to the maintenance and operation of 
service components in a manner proper for private line services. Subject to this 
responsibility the Telephone Company is not responsible for the following. 

The through transmission of signals genera ted by terminal equipment or multi-line 
termimting systems or for the quality of or defects in transmission. 

The reception of signals by terminal equipment or multi-line terminating systems. 

Address signaling where the signaling is performed by tone-type signaling 
equipment. 

B. The Telephone Company will, at the customer's request, provide information 
concerning interface parameters, including the number of ringers which may be 
ccmnected to a particular line, needed to permit terminal equipment to operate in a 
manner compatible with the telecommunications network. 

The Telephone Company may make changes in its telecommunications network, 
equipment, operations, or procedures, where it is not inconsistent with Part 68 of the 
FCCs rules and regulations. I f  the changes can be reasonably expected to render any 
terminal equipn~ent or multi-line terminating system incompatible with the 
teleconimunicatim network, or reauire modification or alteration of the terminal 
equipnient or multi-line termina tin8 system, or joint user, or otherwise materially 
affect its use or ~erformance, the customer. authorized user, or ioint user will be 

I 

given adequate notice in writing, to allow maintenance of uninterrupted service. 

2.7.2 Responsibility of the Cuatoner 
The customer authorized user, or joint user is responsible for the installation, 
operation, and maintenance of any terminal equipment or multi-line terminating 
system. Upon notice from the Telephone Company that terminal equipment or niulti- 
line terminating system is causing hazard, damage, malfunction or degradation of 
service, the customer, authorized user, joint user, or sharer must make necessary 
changes as to remove or prevent hazard, damage, malfunction, or degradation of 
service. N o  combination of terminal equipment, multi-line terminating system, or 
facilities can result in the following situations. 

1. Require change in or alteration of the equipment or services of the Telephone 
Company 

2. Cause electrical hazards to Telephone Company personnel 

11 3.1 Cause damage to Telephone Company equipment 

11 4.1 Cause malfunction of Telephone Company billing equipment 

5. Cause degradation of service to persons other than the user of the subject terminal I I equipment or multi-line terminating system, his calling or called party. 
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1. Private Line Service 
1.7 Connection to Private Line Service 

1.7.3 Recarding af Two-way Telephone Conversations 
Private line services are not represented as adapted to the recording of two-way 
telephone conversations. When voice recording equipnient is used with a private line 
service connected to teleconununications services, the provisions relating to recording 
of two-way' telephone conversations, as specified in Part A, Section 4 are applicable to 
the private line service. 

1.7.4 Violation of Regulations 
I f  any terminal equipnient, multi-line terminating system, or inside wire provided by 
a customer, authorized user, or joint user is used with private line serviccs in 
violation of any of the provisions of this tariff, the Telephone Coiiipanv will take 
immediate action to protect the telecommunications network and Telephone 
Company employees and will promptly notify the customer ot the violation in 
writing. Within ten days of receipt of this notice, the customer must confirm in 
writing to the Telephone Conipany that the use of the terminal equipment, multi-line 
terminating systcni, or inside wire has been discontinued or the violation corrected. 
Failure to do this will result in suspension of the service until such time as there is 
co~npliance with the provisions of this tariff. 

Connections of Registered Eqnipment 
The connection niay be made only at the customer's premises to Series 2000 or Series 
3000 Private Line service (including the appropriate Series 5000 equivalents) that 
present a two-wire or four-wire loop signaling interface for connection under the 
following conditions. 

Registered terminal equipment, registered protective circuitry, and registered key 
telephone systems may be connected to the station end of private line services 
furnished in connection with off-premises stations. 

Registered PBX systems niay be connected, as a trunk termination, to the station end 
of private line services furnished in connection with off-premises stations. 

A Type 2006 channel (including its appropriate Series 5000 equivalent) may be 
utilized with registcred terniinal equipment, registered protective circuitry, and 
registered multi-line terniinating systenis which are connected to the exchange 
telephone service associated with the channels described in Section 1.7.5A. 

The connection of registered terniinal equipment and registered IJBX systenis may be 
made only at the customer's premises to a Series 2000 or Series 3000 private line 
service (including their appropriate Series 5000 equivalents) that presents an interface 
for either two-wire or four-wire transmission, with separate E&M signaling leads 
conventionally known as Type 1 (battery/ground) or Type 11 (contact closure type). 
E&M signaling leads are terniinal equipnient or PBX leads (other than voice or data 
conimunications leads) uscd for the purpose of transferring supervisory or address 
sicrnals across the interface. 
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1. Private Line Service 
1.7 Connection to Private Line Service 

1.7.5 Connections of Registered Equipment I 
The connection of customer provided registered terminal equipment and registered 
PBX systems may be made only at the customer's premises to a Series 1000 or Series 
2000 private line service furnished to provide indications of message registration of 
outgoing calls or automatic identification of outward dialing (AIOD) to the 
equipment or sys tems. In addition, customers who intend to install, perform 
additions to, or make rearrangements of AIOD functions niust give advance notice to 
the Telephone Company in accordance with the procedures specified in Part 68 of the 
FCCs rules and rerrulations or as otherwise authorked bv the FCC. 

hndfa thered  connections of ternunal equipnient and grandfathered connections of multi- 
ine terminatins systems to the private line services specified herein are subject to the 
-egulations contained in Part A, Section 4. 

Network control signaling is pertormed by connecting equipnient furnished, installed, 
and maintained by the customer. 

Connections svecified niust c o m ~ l v  with the minimuni vrotection criteria. 

Connecting arrangements are not required and niini~iiuiii protection criteria are not 
applicable when terminal equipment or multi-line terminating systems are connected 
with certain specified channels and are used for the types of transinission specified 
herein due to the nature of the service provided and/or the type of channels and 
equipment used. Those channels are Type 1001 and Type 1005, Type 2002, Type 5101 
through Type 5106, Type 5202, and Series 6000. 

Except as otherwise provided for connections of registered equipment and unless 
otherwise stated herein, terminal equipnient and multi-line terminating systems may 
bc electrically connected to private line services subject to the following. Terminal 
equipment or multi-line terminating systems connected in accordance with the 
following, must comply with minimuni protection criteria. 

When the terniinal equipment or multi-line terminating systeni is connected with 
private line service furnished by the Telephone Company and the private line service 
is not arranged for connection to teleconi~i~unicatic,ns services, the connection must be 
made to an  interface provided by the Telephone Company. 

When the terminal equipnient or multi-line terminating system is connected with 
private line service furnished by the Telephone Company and the private line service 
i$ arranged for connection to teleconiiiiunications service, the connections niust be 
made through a connecting arrangement, except as otherwise specified in Section 
1.7.10 as provided herein and the connection must be made so that the functions ol 
network control signaling are performed by equipn~ent furnished by the customer. 
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Data terminal equipment (including telephotograph equipment) may be connected at 
the customer's premises to private line service through a data access arrangement 
provided by the Telephone Company in accordance with the following when private 
line service is arranged as provided in Section 1.7.6D. The customer must furnish the 
equipment which performs the functions of conditioning the data signals generated 
bv the ternTina1 equipment to signals suitable for transmission by means of Telephone 
company services, and conditioning signals transmitted by means of Telephone 
Company services to data signals suitable for reception by the equipment. 

When a data access arrangement is furnished in connection with terminal equipment 
used for both voice and data conlmunication, the data access arrangement may be 
used to connect the terminal equipment for voice communication. 

Voice terminal equipment may be connected at the customer's premises to private 
line service arranged as provided in Section 1.7.6D providing that the connection 
IIIUS t be made through a connecting arrangement furnished by the Telephone 
Company, and when a data access arrangement is furnished in connection with 
terminal equipment used for both voice and data coimmunication, the data access 
arrangei~~ent may bc used to connect the terminal equipinent for voice 
communication. 

Attested equipment and conforming answering devices may be used with private line 
service subiect to the ~rovisions of Part A, Section 4. 

Minimum Protection Criteria-Since private line services ut i l i~e Telephone 
Company channels and equipment in common with other services i t  is necessary, in 
order to prevent excessive noise and crosstalk, that the power of the signal applied to 
the Telephone Company private line service be limited. Because each private line 
service is individually engineered, a single valued limited for all applications cannot 
be specified. Therefore, the power of the signal in the band above 300 Hz which may 
be applied by the equipment to the interface will be specified by the Telephone 
Comsanv for each Dower allowed on the telecommunications network. 

Issued: March 07, 2001 
Effective: March 07, 2001 

J. Michael Hickey 
President-NH 



NHPUC No. 83 Private Line Services 
Part B Section 1 

Page 17 
Original 

Verizon New England Inc. 

1. Private Line Service 
1.7 Connection to Private Line Service 

Elech.ical Connections 
To protect other services, the signal applied by the equipment to the Telephone 
Conipany interface on the customer's premises must meet the following limits. 

The power 'in the band from 3,995 H7 to 1,005 Hz must be at least 18db below the 
power of the signal as specified in Section 1.7.8A. 

The power in the band from 4,005 HL to 10,000 Hz must not exceed 16db below one 
milliwa tt. 

The power in the band froni 10,000 HI! to 25,000 Hz must not exceed 24db below one 
n~illiwatt. 

The power in the band froni 25,000 Hz to 10,000 Hz must not exceed 36db below one 
n~illiwa tt. 

The power in the band above 40,000 HI must not exceed 50db below one milliwatt. 

When there is connection to teleconiniunications services, to prevent the interruption 
or disconnection of a call, or interference with network control signaling, the signal 
applied by the equipment to the Telephonc Company interface on the customer's 
premises must at no time have energy solely in the 2,450 to 2,750 Hz band. I f  signal 
power is in the 2,450 to 2,750 HL band, it  must not exceed the power present at the 
same time in the 800 to 2,450 H7 band. 

Acoustic or Inductive Cmnections 
Voice or data terminal equipment (including telephotograph equipment) may be 
acoustically or inductively connected at the custon~cr's premises to a private line 
service provided the acoustic or inductive connection is made externally to the 
network control signaling unit provided by the customer. 

Multi-line terniinating systems may be acoustically or inductively connected with 
private line service as specified in Section 1.7.9A provided the acoustic or inductive 
connection is made externally to the network control signaling unit provided by the 
customer. Multi-line terminating systems may be connected at a premises of the 
customer or authorized user when the customer has a regular and continuing 
rcquirement for the origination or termination of conimunications over the multi-line 
terminating systems provided that following apply. 

The normal mode of operation of the multi-line terminating system is to provide 
communications originating or terniinating at the premises on whch the connection is 
made. 

The connection is made to channels of a Type number lower than 5500 or to Series 
10000 channels furnished by the Telephonc Company. 
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Acoustic at Inductive Connections 
At the custonier's request and where n private line is arranged for joint use a joint 
user of private line service may acoustically or inductively connect his own multi-line 
terminating. system to a jointly used private line on the same basis as the customer, as 
specified in Section 1.7.9B. 

Tone-type address signaling is permitted through acoustic o r  inductive connections, 
however, the services of the Telephone Company are not designed for this use and 
the Telephone Company makes no representation as to the reliability of address 
signaling which is performed in this manner. 

Minimum Protection Criteria-Since private line service utilizes Telephone 
Company channels and equipnient in coninion with other serlrices it is necessary, in 
order to prevent excessive noise and cross talk, that the power of the signal applied to 
the Telephone Company private line service be limited. Because each private line 
service is indi~lidually engineered a single valued liniit for all applications cannot be 
specified. Therefore, the power ot the signal w h c h  may be applied by the equipment 
to the interface will be specified by the Telephone Company for each application to be 
consistent with the signal power allowed on the teleconiniunications network. To 
protect other services, it is necessary that the signal applied by the equipment to the 
interface on the customer's preniises must meet the following limits at the output of 
the network control signaling unit. 

The power in the band from 3,995 H7 to -1,005 Hz must be at least 18db below the 
powcr of the signal as specified in Section 1.7.9E. 

The power in the band from 4,005 Hz to 10,000 Hz must not exceed 16db below one 
milliwatt. 

The power in the band from 10,000 Hz to 25,000 Hz must not exceed 24db below one 
niilliwatt. 

The power in the band from 25,000 Hz to 40,000 Hz must not exceed 3hdb below one 
milliwatt. 

The power in the band above 40,000 Hz must not exceed 50db below one niilliwatt. 

When there is connection to telecommunications services, to prevent the interruption 
or disconnection of a call, or interference with network control signaling, i t  is 
necessary that the signal applied by the equipment to the voicc transmitting and 
recciving equipment located on the custonier's premises be limited so that the signal 
at the output of the voicc transmitting and receiving equipment must at no time have 
energy solely in the 2,450 to 2,750 HL band. I f  there is signal power at the output of 
the voice transmitting and receiving equipnient in the 2,450 to 2,750 Hz band, i t  must 
not exceed the powcr present at the same time in the 800 to 2,150 Hz band. 
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1.7.9 Acoustic or Inductive Conneckions 
A multi-line terminating system provided by an  authorized user may be acoustically 
or inductivcly connected at the premises of the authorized user with Telephone 
Company facilities for private line service, on which the authorized user has a station, 
provided that the following apply. 

1. The normal mode of operation of the multi-line terminating system is to provide 
communications originating or terminating at the premises on which the connection is 
made. 

2. The connection is inadc to channels of a Type number lower than 5500 furnished by 
the Telephone Company. 

3. The customer has a regular and continuing requirement for communications 
originating or terminating at the authorized user's premises at which the connection 
is made. 

4. The connection is made on the same basis as specified for the customer in Section 1 1.7.98. 

5. All communications over the interconnected facilities must be between the customer 
and authorized user and relate directlv to the customer's business. 

Customer provided communications systems other than multi-line terminating 
systcn~s connected pursuant to Section 1.7.5 and Section 1.7.6 (including channels 
derived from the systems), not exceeding voice grade, may be connected at the 
customer's, authorized user's, or joint user's premises where the customer has a 
regular and continuing requirement for the origination or termination of 
colnmunications over the customer provided comn~unications system provided that 
the following apply. 

The normal mode of operation of the customer provided cornn~unications systems is 
to provide communications originating or terminating at the prenuses on which the 
connection is made. 

The connection is made through switching equipment provided by the customer or 
authorized user. 

The connection is made to channels of a Type number lower than 5500 furnished by 
the Telephone Company or to channels created therefrom in accordance with the 
provisions for additional channels, and when the private line service is arranged as 
provided in Section 1.7.6D2, the connection is made through the following 
arrangement or equipment. 

A connecting arrangement furnished by the Telephone Company, or -- 
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A. 3. (Continued) 

Registered'or grandfathered terminal equipment, protective circuitry, or multi-line 
terminating systems subject to Part 68 of the FCCs rules and regulations which, either 
singularly or in combination, assures that all the requirements of Part 68 are met at 
the private line service interface, or 

The circuitry, equipment, o r  systems, specified in Section 1.7.10A2 which assures that 
all  the requirements, except signal power control, of Part 68 are met, provided the 
cus tonier complies with the regulations for institutional procedures. 

Institu tiona1 Procedures-The customer provided conimunica tiom system must be 
installed, operated, and maintained so that the signal power (withn the frequency 
range of 200-4,000 Hz) at the private line service interface continually coinplies with 
Part 68 of the FCCs rules and regulations. The operator/maintaincr responsible for 
the establishment, maintenance, and adjustment of the voice frequency signal power 
present at the private line service interface must be trained to perform these functions 
by successfully completing one of the following courses. 

A training course provided by the manufacturer of the cquipmcnt used to control 
voice frequency signal power. 

A training course provided by the customer, authorized user or joint user who has 
responsibility for the entire communications system not subject to Part 68, using 
training materials and instructions provided by the nlanufacturer of the equipment 
used to control the voice frequency signal power. 

An independent training course (c.g., trade school or technical institution) recognized 
by the manufacturer of the equipment used to control the voice frequency signal 
power; or in lieu of the preceding training requirements, the operator/maintainer is 
under the control of a supervisor trained in accordance with the preceding courses. 

At least ten days advance notice, in the form of a notarized affidavit, must be given to 
the Telephone Company before the initial connection of a customer provided 
communications system. A copy of the affidavit must also be maintained at the 
customer's premises. The affidavit must contain all of thc following information. 

The full name, business address, and telephone number along with the signature of 
the custonler, authorized user or joint user who has responsibility for the operation 
and maintenance of the communications system. 

Information idcntifying the lines to which the communications system will be 
connected to or arranged for connection to. 

A statement indicating all operations associated with establishment, maintenance, and 
adjustment of the signal power present at the private line service interface will 
complv with Part 68. 
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(Continued) 

A statement describing how each operator/maintainer of the conimunications system 
will meet and continue to mc.et the training requirements for persons installing, 
adjusting, or maintaining such communications systems. 

Upon request, the customer is required to provide proper documentation to 
demonstrate compliance with the requirenients specified in the institutional 
urocedu res 

When the connection of: a customer provided conimunications systems is made 
pursuant to Section 1.7.10C, the following extraordinary procedures apply. 

The Telephone Company may invoke extraordinary procedures to protcct the private 
line service where one or more of the following conditions are present. 

Information provided in the affidavit gives reason to believe that a violation of Part 
68 or  the institutional procedures is likely. 

Harm has occurred and there is reason to believe t h s  harm was a result of operations 
performed under the institutional procedures. 

The extraordinary procedures which can be invoked by the Telephone Company, 
include the following actions. 

Requiring the use ot a connecting arrangement which either protects solely against 
signal power or which assures that all of the requirenients of Part 68 are met at the 
private line service interface (this connecting arrangement may be provided by either 
the Telephone Company or  the customer). 

Discontinuing service. 

Customer provided coniniunica tions systCins may be connected with Series 500C 
wideband data services furnished to the same customer at the premises of the 
customer or authori~ecl user where the custonier has a regular and continuing 
requirement for the origination or termination of communications over the customer 
provided communications system provjded that the following apply. 

The normal mode of operation of the customer provided communications system is tc 
provide comniunications originating or terminating at the premises on  which tht 
connection is made. 

The connection is niade through switchng equ ipnient provided by the customer or 
authorized user. 

The connection is niade to service terniinals furnished for the transmission ol 
squent ia l  synchronous signals at the rate of 40.8 kbps or for the transmission of twc 
level sequential nonsynchronous facsimile signals. 
L - %  
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Customer provided communications systems may be connected through connecting 
arrangements furnished by the Telephone Company with Type 10001 channels 
(entrance facilities) furnished for the purpose of extending the customer provided 
communications system to a premises of the customer or a u t h o r i d  user. The Type 
10001 channel or channels created therefrom in accordance with the prcwisions for 
additional channels may be connected at each customer's or authorized user's 
premises to other customer provided communications systems in accordance with 
Section 1.7.10A and Section 1.7.108. 

At the customer's request, and where a private line is arranged for joint use, a joint 
user of private line service may connect his own comniunications system to the jointly 
used private line on the same basis as specified in Sections 1.7.6, 1.7.7, 1.7.8 and 
Section 1.7.10. 

A communications system provided by an authorized user may be connected at the 
premises of the authorized user to private line services furnished by the Telephone 
Company to a customer on  which the authorized user has a station provided that the 
following apply. 

Thc customer has a regular and continuing requirement for communications 
originating or terminating at the authorized user's premises at which the connection 
is made. 

The normal mode of operation of the communications system is to provide 
conimunications originating or terminating at the premises on which the connection is 
made. 

The connection is made through switching equipiiient provided by the customer or 
authorized user. 

The connection is made to channels of a Type number lower than 5500 furnished by 
the Telephone Company or to channels created thercfrcmi in accordance with the 
provisions for additional channels. 

The connection is made on the same basis as set forth for the customcr in Sections 
1.7.6, 1.7.7 and Section 1.7.8. 

All communications over the interconnected facilities must be between the customer 
and authorized user and relatc directly to the customer's business. 

A communications system provided by an authorized user may be connected at the 
premises of the authorked user with Series 5000 wideband data services furnished to 
a customer provided that the following apply. 

The customer his a regular and continuing requirement for communications 
originating or terminating at the au thorbed user's premises at which the connection 
is made. 
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1 1. (Continued) 

The normal mode of operation of the authorimd user provided comn~unic a t' ions 
system is to provide communications originating or terminating at the premises on 
which the connection is made. 

The connection is made on the same basis as set forth for the custon~er in Sections 
1.7.6, 1.7.7 and Section 1.7.8. 

The connection is made to service terminals furnished for the transniission of 
sequential syi~chronous signals at the rate of 40.8 kbps or for the transmission oi two 
level sequential nonsynchronous facsimile signals. 

All communications over the interconnected facilities must be between the customer 
and authorized user and relate directlv to the customer's business. 

1 Power, Pipebe and Railroad Companim 
Facilities of an  electric power company, an oil, oil products, or natural gas pipeline 
conip'iny, or a railroad company, provided primarily to communicate with points 
loc~ted along a right-of-way (including prcmises of such company anywhere in cities, 
ti)wns, or villages along the right-of-way) owned or controlled by the company may 
in lieu of the provisions of Sections 1.7.6, 1.7.7 and Section 1.7.10 be connected with 
services furnished by the Telephone Company subject to the regulations specified 
hercin, 'ind provided that the following apply. 

The connections are made by means of switching or connecting equipment furnished 
by the Telephone Company. 

The customer's facilities are connected to private line services furnished by the 
Telephone Company for voice transmission and utilizing a Type 2001 channel, when 
furnished to the same customer for communications with stations associa tcd with thc 
private line services provided that facilities of the customer are not ccmnected to a 
local or toll central office line to form a through connection except in the following 
circu msta nccs. 

In cases of emergency involving saft4y of life or property. 

In cases of calls originated by railroad en~ployees under circumstances indicating 
need for prompt action to secure or maintain the safety, continuity, or reliability of 
railroad service to the public, and related to thc movement of passengers, mail, 
property, or equipment by railroad, or the repair, maintenance, or construction of 
railroad rights-of-way, structures, or equipment. 

In cases where customer facilities serve locations where it is impracticable, because of 
hatard or inaccessibilitv. for the Tele~hone Comvanv to hrnish its facilities. 
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1.7.11 Power, Pipelhe and Railroad Campanies 
, (Continued) 

During an interim period in cases where the customer has arranged for replacement 
of customer facilities with facilities of the Telephone Company. 

Telephone circuits of these companies are connected to a central office line to form a 
through connection only via manual switching equipment, or an attendant's position 
of dial PBX equipment. The equipment or position may be located at either or both 
ends of the customer's circuit. 

Connection of a customer's circuit may be established at either end of the circuit, but 
cannot bc established at both ends simultaneouslv. 

Customer teletypewriter or Morse, telephotograph, data transniission, remote 
metering, supervisory control, or n~iscellaneous signaling facilities are connected to 
private line service furnished by the Telephone Company tor those purposes to the 
same customer. 

Telephone Company provided private line services, when connected with facilities of 
the custonier, may be used for communications of other than the customer, except 
that the services may be used for communica tiom of, and be connected with, services 
furnished by the Telephone Company to other companies which are owned or 
operate as follows. 

Are operated with the customer as parts of an integrated electric power, oil, oil 
products, natural gas systems, or railroad systein under direct or common ownership 
or control; or 

Own or operate an electric power, pipeline, or railroad system with the customer; or 

Own or operate electric power, pipeline, or railroad facilities interconnected with 
those of the custonier. 

Telephone Company provided private line services, when so connected, may be 
connected to a central office line to form a through connection for conimunica tions 01 
other companies specified in Section 1.7.11E, including calls originated by employees 
of these companies as described in Section 1.7.11A2. 

Terminal equipment and multi-line terminating systems connected in accordance with 
Section 1.7.5C and Section 1.7.11, prior to January 1, 1980, may remain connected and 
be niovcd and reconnected for the life of the equipnwnt unless subsequently 
modified. New installations of terminal eaui~nient  and multi-line terminatine 

n L < 

systems subject to Part 68 of the FCCs rules and regulations connected to such privatc 
line services must meet the requirements of Part 68. 

New installations of or additions to tern~inal equipment and multi-line terminating 
systems subject to Part 68, connected to the private line services specified in Section 
1.7.5 and Section 1.7.11 n u s t  meet the requirements of Part 68. 
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t.7.12 United States Army, Navy and Air Force 
Facilities of the US Army, Navy and Air Force are connected to private line services 
furnished by the Telephone Company when the Secretary of the appropriate 
Department or his authorized representative notifies the Telephone Company in 
writing that the connection Is required for reasons of military necessity. These 
connections are made by means o f  switching or connecting equipment furnished by 
the Telephone Company. These connections are for voice transmission and utilize a 
Type 2001 channel for communications with stations associated with private line 
services, provided that the Department's facilities are not connected to a central office 
line to form a through connection except in cases of emergency involving safety of life 
or propcrtv, unless the facilities are provided in locatiom where i t  is impracticable tor 
the ~ e l e ~ t - k n e  Conipanv to furnish its services. 

Teletypewriter or Morse, telephotograph, data transmission, remote metering, 
supervisory control, or miscellaneous signaling facilities of these Departments are 
connected to private line services furnished for these purposes. 

Terminal equipment and multi-line terminating systems connected to the private line 
services specified in Section 1.7.5 and in accordance with Section 1.7.12 prior to 
January 1, 1980, may remain connected and be moved and reconnected for thc. life of 
the equipment without registration unless subsequently modified. New installations 
of terminal equiptnent and multi-line terminating systems subject to Part 68 of the 
FCCs rules and regulations connected to such private line services must nieet the 
requirenients of Part 68. 

I New installations of or additions to terminal equipment and multi-line terminating 
systems subject to Part 68, connected to the private line services specified in Section 
1.7.5 in accordance with Section 1.7.12 must meet the reauirements of Part 68. 

A private line may be connected to another private line i f  the forms of electrical 
communications for which they are being used are the same. These private lines may 
be connected, at the premises of the customer, or at the premises of the authorized 

, user with a common service point on both private lines. Except as otherwise provided 
in Section 1.7.13B and 1.7.13G, the connections will be made through connecting 
arrangements or channel switching arrangements. 

B. Private lines for program transmission may be connected to the extent specified for I I Series 6000 channels in Section 2. 

Channels created by the customer, authorized user, or joint user in accordance with 
the provisions for additional channels may be connected at the customer's, authorized 
user's, or joint user's premises to channels of a Type number lower than 5500 or to a 
Type 10001 channel furnished by the Telephone Company, and to channels created 
therefroni. The connection is subject to the regulations contained in Sections 1.7.6, 
1.7.7, 1.7.8, 1.7.9 and Section 1.7.10. 
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Comections of Services Furnished by the Telephone Company to the Same 
Customer 

A private line for voice communications utilizing a Type 2001A, Type 2001B, Type 
5201A, Type 5201B channel, or other types of channels when used alternately for 
voice transmission and when in the voice mode, may be connected at a PBX or other 
switchng equipment or connecting arrangements to a central office line or WATS 
access line to form a through connection over the private and exchange lines where 
facility conditions permit. It is not contemplated that more than one type of 
ccmnection will be established sin~ultaneously and transn~ission is not represented as 
adapted to more than one connection of the combined facilities at onc time. 

When a two point private line or a multi-point private line arranged for service solely 
between two points utilizing the above type channels is usci  , )r data transmission, 
through connections over the private and exchange lines ma. ,;o be established as 
described above subject to the provisions of Sections 1.7.6, 1.7.7, 1.7.8, 1.7.9 and 
Section 1.7.10 and the rates and regulations specified in Part A, Section 4. 

The telecon~~i~unication~ network may be used in conjunction with Type 2001 or Tvpe 
5201 channels to extend the transmission and rcceution of uictures and sinyilar 
material for publication to points not on a telephotograph network subject to the rates 
and reaulations suecified in Part A, Section 4. No direct connection of the 

L ,  

telecommunications network will be made to the above channels at the urcniises of 
the customer except where protective connecting equipment is provided for this 
purpose by either the Telephone Con~pany or the customer. 

A private line utilizing a Type 2001A, 2001B, 5201A, 5201B, or Type 10001 channel 
may be connected at a premises of the customer to a central office line or a WATS 
access line to form a through connection. The connection will be through switching 
equipment provided by the customer and will be made so that the function of 
network control signaling is performed by a network control signaling unit furnished, 
installed, and maintained by the customer subject to the provisions of Sections 1.7.6 
and Section 1.7.7. 

Type 10001 channels may be connected to private line services on  the premises of the 
customer where the customer or authorized user has a regular and continuing 
requirement for the origination or termination of communications over the customer 
provided con~imunications system provided that the following apply. 

The normal mode of operation of the customer provided communications system is to 
provide comn~unications originating or terminating at the prcrnises on which the 
connection is made. 

The connection is made through switching equipment provided by the customer or 
au thori~ed user, and 

The conncction is made to channels of a Type number lower than 5500 or to Series 
10000 furnished by the Telephone Conspany or to channels created therefrom in 
accordance with the provisions for additional channels. 
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Camections af Senrices Furnished by the Telephone Company to tke Same 
Customer 

Series 1000 or Type 5100 channels may be connected at the customer's premises to a 
central office line or a WATS access line through switching equipment provided by 
the Telephone Company or the customer. The connection will be made through a 
data set o r  a data access arrangement so that the function of network control 
signaling i\ performed by equipment furnished, installed, and maintained by the 
custorner subject to the provisions of Section 1.7.6 and Section 1.7.7. 

Terminal equipment and multi-line terminating systems connected to the private linc 
services specified in Section 1.7.5 in accordance with Section 1.7.13 prior to January 1, 
1980, may remain connected and be moved and reconnected for the life of the 
equipment without registration unless subsequently modified. New installations of 
tcrniinal equipment and multi-line terminating systems subject to Part 68 of the FCCs 
rules and regulations connected to such private line service  nus st meet the 
requirements of Part 68. 

New instnllations of or additions to tcrniinal equipment and multi-line terminating 
systems subject to Part 68, connected to the private line sen~iccs specified in Section 
1.7.5 in accordance with Section 1.7.13 must meet the requireiiients of Part 68. 

Connections of Services Furnished by the Telephone Company to Different 
Customers 

A private line furnished to a customer may be connected in accordance with the 
following provisions. 

With a private line furnished to a branch or agency of the United States Governnient 
for the purposes specified in Section 1.7.14B1 and Section 1.7.14B2 provided the 
connection is authorized by the branch or agency to whose service the connection is 
made and connections are made by means of connecting or switching arrangements 
furnished by the customer. 

With a private line, local exchange central office line, or WATS access linc furnished 
to a different customer provided the connection is made at the premises of an 
authori~ed user or joint uses as specified herein. 

When connections involve thc following types of use. 

Series 6000 channels connected for purposes of program transmission. 

The use of service as related to the coordination or exchange of electrical pooled 
power. 
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L.7.14 Connections af Sewices Furnished by the Telepkone Company to Different 
Custamers 
(Continued) 

Channels 6f a Type number lower than 5000 when these are furnished for data 
transmission to one customer with connection to chinnels created by a nother 
customer. When such channels are furnished by the Telephone Company to one 
customer they may be connected to channels created by another customer provided 
the customer whose channel is to be so connected is a joint user of the individual 
channel from which the channels have been created by the other custon~er.  

The preceding connections will be provided onlv when the same types of channels 
(except when central office lines or WATS access lines are involved) are connected 
and the same forms of electrical communications are used over the connected 
channels. 

When the private line is furnished to the Government for teletypewriter transmission 
for the collection and dissemination of weather informa tion and the connection may 
be made on a receiving service basis for the reception of weather information. 

When the private line is furnished to the Government for voice transn~ission for the 
collection and dissemination of information relating to air traffic control activities and 
similar inforniation oi public interest in connection with supervision of the flight of 
aircraft along civil airways. 

A private line furnished to a custon~er may be connected to a private line furnished to 
a difterent customer and both private lines inay be utilized by a joint user provided 
that the connections are in compliance with the following. 

The connection is made at the premises of a party who is a joint user on  both of the 
private lines. 

The connections are through switching equipment provided by the joint user. 

When the private lines are so connected, all con~munications over the interconnected 
facilities must be to or from the joint user and relate directlv to his business. 

A joint user of a private line, may connect a central office line, WATS access line, or 
private line provided to him as a customer to that private line on which he is a joint 
user provided that the connection is in compliance with the following provisions. 

The connection is made at the premises of the joint user 

The connection is made through switching equipment provided by the joint user. 

When the connection involves a central office line or WATS access line, thc 
connection is made so that the functions of network control signaling are performed 
by equipment furnished, ins talled, and maintained by the joint user. 

When the private line is connected with the central office line or WATS access line, all 
communications over the interconnected facilities must be to or from the joint usel 
and relake directly to his business. 
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A private line furnished to a customer may be connected to a different customer's 
private line if the different customer is an  authorized user on the other customer's 
private line and provided that all comnlunications over the interconnected private 
lines arc between the customers and relate directly to their business. The connections 
must be made through switching equipment provided by the customer of authorized 
user. Neither of the private lines being furnished can be used for foreign exchange 
service. 

E. A private line furnished to a customer may be connected to a central office line 
furnished to a different custon~er provided that the custon~er for the central office line 
is an authorized user of the other customer's private line. The connection must be 
made through switching equipment provided by the customer or the authorized user 
and, the connection must be made so that the functions of network control signaling 
are perhwn~ed bv equipment furnished, installed, and maintained by the customer 
subject to a11 appiicable provisions contained herein. 

F. Terminal equipment and multi-line terminating systems connected to the private line 
services in accordance with Section 1.7.5C and Section 1.7.14, prior to January 1, 1980, 
may remain connected and be moved and reconnected for the life of the equipment 
without registration unless subsequently modified. New installations of terminal 
equipnwnt or multi-line ternunating systems subjcct to Part 68 of the FCCs rules and 
regulations connected to such private line services must meet the requirements of Part 
68. 

G. New installations of or additions to terminal equipment and multi-line terminating 
systems subject to Pnrt 68, connected to the private line services specified in Section 
1.7.5C and Section 1.7.14, must meet the reauirements of Part 68. 

Interexchange private line channels furnished by the Western Union Telegraph 
Company to the US Department of the Army, Navy or Air Force and terminated at 
both ends by these Departments, or at one end by the Department and at the other 
end by the Telephone Company, may be connected with the Telephone Company's 
facilities subject to the conditions specified herein and Part A, Section 4. 

Interexchange private linc services and channels furnished by the Wcs tern Union 
Telegraph Company to its customers under its tariffs for use in voice or alternnte 
voicc-data, voice-teleprinter, or facsimile-voice transmission may, when used for voice 
transniission and terminated at both ends by the Telephone Company as part of a 
service provided by the Telephone Con~pany to the same customer under this tariff, 
be connected for exchangc and MTS. 
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Channels within a comn~unications base capacity furnished by the Telephone 
Company to the Western Union Telegraph Company for use by the latter as  part ot 
its plant in furnishing channels within a communications base capacity under its 
tariffs iiiay also, when connected at one end by the Telephone Company in one 
exchange and used for voice transmission, be connected a t  the other end to a 
Telephone Company central office in a different exchange for foreign exchange 
telephone service in the latter exchange. These channels may be extended by means ot 
channel extensions of telephone grade furnished to the Western Union Telegraph 
Company by the Telephone Company from a Telephone Conipany central office in 
either exchange or to a Telephone Company central office in another exchange, for 
foreign exchange telephone service. 

Private line services ut ihing Series 2000 or Series 3000 channels furnished by the 
Telephone Company may be connected when used tor voice transnussion with 
channels for voice transmission, or channels for alternate voice-data or voice- 
teleprinter or alternate facsimile-voice transmission, when used for voice transmission 
provided bv the Wcstern Union Telegraph Conipany under that Telephone 
Company's lariff. The types of channels furnished are shown in Exhibit 1.7.15-1. 

The rates and charges to the customer for Telephone Company provided facilities are 
in addition to the charges made by the Western Union Company for the ser\rices and 
channels which i t  provides. 

All arrangements concerning the Western Union facility are niade by the customcr 
writh that carrier. 

Private line services utilizing Series 5000 channels mav be connected, when used for 
voice transmission, with s i r k a r  channels provided b i  the Western Union Telegrapl- 
Company under the conditions specified in Section 1.7.15C. 

Terminal equipment and multi-line terminating systems connected to the private linc 
services specified in Section 1.7.5 in accordance with Section 1.7.15 prior to January I, 
1980, mav remain connected and be moved and reconnected for the life of thc 
equipnient without registration unless subsequently modified. New installations oi 
terniinal equipment and multi-line terminating systems subject to Part 68 of the FCC. 
rules and regulations connected to such privatc line service must meet thc 
requirenwnts of Part 68. 

New installations of or additions to terminal equipnwnt and multi-line terminatinp 
systems subject to Part 68, connected to the private line services specified in Sectior 
1.7.5 in accordance with Section 1.7.15 must nwet the reauirements of Part 68. 
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When a change in service arra ngenient involves continued use of facilities furnished 
by the Telephone Company, NRCs do not apply to the facilities continued in use. The 
minimum service period for the facilities continued in use is determined from the 
date of initial installation. I 
When, at the request of the Telephone Company, service is temporarily surrendered 
by the customer, credit is provided at the proportionate monthly contract charge in 
half hour niulti~les for each half hour or niaior fraction thereof for the ~ e r i o d  the I 
service is surrendered. For the purpose of determining the amount of credit every 
month is considered to have 30 days. 

Suspension of Service 

Upon request of the custonier, private line service and associated equipment, except 
Scries 5000 channels, that can be made inoperative without affecting other associated 
services of an installation may be suspended after the initial month of service subject 
to the following. 

The nionthly rate applies i f  the period of suspension is 15 or fewer days. 

The reduction of rate o n  account of the suspension of service applies during a total of 
not more than nine months during any one calendar year. 

More than one period of suspension may be permitted in any one calendar year 
provided at least one month's full charge is paid for service furnished between 
periods of suspension. 

The innnthly rate during the period of suspension is 50% of the monthly rate for the 
service suspended. A niininiuni charge equal to 50%, of the monthly rate applies to 
periods of suspension of less than 30 days. The combined charge for one month for 
both suspension of service and regular service cannot exceed the monthly rate for 
service if the service were not suspended. 

Regular Working Hours 

Rates and charges reflect that work will be performed during regular working hours 
and that work once begun will not be interrupted by the customer, authorized user, 
or joint user. I f  the customer, authorized user, or joint user requests work to be 
performed outside of regular working hours (either to meet their convenience or 
because the time allowed is insufficient to permit completion during regular hours), 
or if the custoiner, authorized user, or joint user interrupts work that has begun, the 
custonier may be required to pay any additional costs incurred. 
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Mileage Measurements 
Intraexchange Mileage measurements are determined as set forth in Section 2 for the 
appropriate Series and Type channel involved. 

Interexchange Mileage-For the purpose of determining rate distances, a V&H 
coordinate system is used. The V&H system consists of a series of coordinates which 
represents a theoretical grid of vertical and horizontal lines covering the State of New 
Hampshire. The location of a rate center expressed in latitude and longitude is 
converted mathematically to its grid location, that is Vertical V and Horizontal H 
coordinates. These coordinates permit calculation of the rate n~ileage distance 
between any two rate centers. 

Two Point Service-The interexchange mileage is the airline distance per mile 
between rate centers of the service points (exchanges at which connection is made 
with local channels. 

Series 6000 Channels-The interexchange mileage is the airline distance (fractional 
miles being considered as full miles) between rate centers of the service points 
(exchanges at which connection is made with local channels) ~nathematically 
determined in accordance with V&H coordinate system of calculation of the distance 
between rate centers. 

Multi-point Service-The interexchange ndeage for multi-point service is that 
combination of airline distances connecting service points which will produce the 
lowest total interexchange mileage charge. The airline distance between each pair of 
points is determined in accordance with Section 1.8.5B1. 

Series 6000 Channels-The interexchange mileage for Series 6000 multi-point service 
is that combination of airline distances connecting service points which will produce 
the lowest total interexchange n~ileage charge. The airline distance between each pair 
of points is determined in accordance with Section 1.8.5B1 for Series 6000 channels. 
As an exception, when the customer requests that the service points be connected in a 
specified sequence, the interexchange mileage is the shortest airline mileage 
determined in accordance with the Section 1.8.5B1 for Series 6000 channels which will 
connect the service points in the specified sequence. 

Local Channels Schedule F-The local channel mileage is the airline distance in 
quarter miles (fractional quarter miles being considered as full quarter miles) 
measured directly on a standard map between the following location?. 

Two stations 

The studio and first distributing center or point of connection with an interexchange 
cha nnel 

Between distributing centers, using the shortest airline distance connecting all 
distributing centers 

A distributinr. center and each station served therefrom. 
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Rates and charges for services cxplaincd herein are contained in Part M, Section 2. 
Service charges referred to herein are explained in Part A, Section 3 and contained 
in Part M, Section 1. The regulations contained in Section 1 apply in addition to . -  - 
the regulations specified her;in. 

2.1.1 Availability 
A. Intraexchange channels are no longer available under the following situations. Service 

arrangements for additional terminations within a building or to another building on 
the same premises installed before January 1, 1987 are furnished to existing customers 
at present locations only in the sanie or lesser quantities. 

1. Extension of channels between points in different buildings not on the same premises 

2. Channels between points withn a building involving the same or different premises 

3. Between points in different buildings on the same premises 

4. Extending additional points in the same building of channels described herein. 

B. Extending of interexchange local channels (Types 1001 and 1005) is no longer 
available. Service arrangements for additional terminations within a building or to 
anc~thcr building on the same premises installed before January 1, 1987 are furnished 
to existing customers at present locations only in the same or lesser quantities. 

! Description 

Series 1000 channels are furnished for operation on a two point or multi-point basis 
and for operation on any two point basis of a multi-point channel. 

Special Signaling-Two-wire metallic or other effectively equivalent unconditioned 
channels are furnished for use with Telephone Company provided service 
arrangements or with customer provided signaling equipment in accordance with 
Telephone Company technical reference specifications. Thesc channels are furnished 
for remote metering, supervisory control or miscellaneous signaling arrangements. 
Metallic interoffice facilities and metallic interexchange facilities for these services are 
in continually decreasing supply and are furnished subject to availability. 
Construction of facilities expressly for these services is not contemplated. 

Type 1001-These channels are furnished to accommodate transmission up  to 30 
bc]uds for remote metering, supervisory control, and miscellaneous signaling 
uuruoscs. 

Sub Voice-Two point or multi-point channels suitable for transmission up to 150 
bauds are furnished for use with terminal equipment as specified below. These 
channels are provided for use with data and teletypewriter equipment. 

Type 1005-Up to 150 baud operation. 
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or miscellaneous signaling purposes, may be used for such purposes as indicating readings of 
meters at distant locations, operating switches which in turn perform some desired operation, or 
operating special signaling devices of the customer. Station equipment and station wiring for 
remote metering, supervisory control or miscellaneous signaling purposes, other than the 
equipment necessary for the suitable termination of the channel on the customer's premises shall 
be provided by the customer. 

Type - 1009 Channel a 

Description-A Type 1009 channel is a point-to-point two-wire metallic circuit furnished for 
transmission between an internet service provider and its end user customer. It consists of two 
non-loaded local loop channels that have been crossconnected together in a Telephone 
Company central office. 

Availability 

Type 1009 channels are provided on an intraexchange basis only within the area served by a 
single serving wire center and subject to the availability of suitable facilities (i.e., metallic and non- 
loaded). The Telephone Company will not construct new facilities in order to provide Type 1009 
channel service. 

Type 1009 channels are provided civer non-loaded cable facilities. In the event only loaded 
facilities are available or bridged tap removal is desired, the customer may request load coil or 
bridged tap removal when ordering service. 

Multipoint service is not offered in connection with Type 1009 channels. 

Liability 

Where Type 1009 channels are provided over existing facilities, the Telephone Company is not 
obligated to continue providing Type 1009 channels where rearrangements of facilities for 
modernization, growth, or maintenance necessitate the elimination of such facilities (as in the case 
of fiber placement). In such cases, the Telephone Company will provide the customer sixty days' 
notice of cancellation of service. 

The Telephone Company will not be responsible to the customer or otherwise if changes to any 
Telephone Company facilities (such as the replacement of a cable section) render any equipment 
or systems of the customer obsolete, affect performance, or require the customer to incur any 
expenses whatsoever, including but not limited to alterations of customer equipment or system or 
charges associated with necessary or appropriate changes in services provided by the Telephone 
Com~anv. 
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2.1.4 Type 1009 Channel 

(Continued) 

Type 1009 channels provide end-to-end direct current continuity. The provision of Type 1009 
channels is made with no guarantees, including but not limited to whether it is capable of 
supporting a particular technology, the data rate that can be achieved, or whether a particular 
technology will work over a particular Type 1009 channel. 

Responsibility of the Customer 

Signal power limits in Section 1 preceding are not applicable to Type 1009 channels. Equipment 
attached to Type 1009 channels at all times shall conform to the signal power limitations, 
transverse balance requirements and all other technical criteria adopted by the Administrative 
Council for Terminal Attachments (ACTA) in accordance with FCC Rules and Regulations in 47 
CFR 68, shall be approved and labeled in accordance with 47 CFR 68 and shall be registered with 
ACTA. 

The customer shall provide the following information to the Telephone Company at the time the 
Type 1009 channel is ordered or at such time equipment is subsequently changed. 

The ACTA approval number for equipment to be attached to the Type 1009 channel. 

The Spectrum Management Class per ANSI T1.417-2001 that the equipment will operate under 
when attached to the Type 1009 channel. 

If interference with other Telephone Company services should occur, the Telephone Company will 
request the customer to disconnect equipment attached to Type 1009 channels. The Telephone 
Company will allow the customer a reasonable opportunity to disconnect the equipment. If the 
interference remains unresolved after a reasonable opportunity to disconnect the equipment 
attached to Type 1009 channels, the Telephone Company will take the customer's Type 1009 
channel out of service, if necessary, to restore the other Telephone Company service and advise 
the PUC that a particular customer's technology deployment is causing interference with other 
Telephone Company services. 

/ 
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Intraexchange channels furnished between points within a building involving the 
same or different premises, and, between points in different buildings on the sanie 
premises arc no longer available. Service arrangements for additional terminations 
within a building or to anothcr building on the same prenuses installed before 
January 1, 1987 are furnished to existing customers at present locations only in the 
same or lesser quantities. 

Extension of intraexchange channel Types 2001 and 2002 butwcen points in different 
buildings not on the sanic premises or extension of Type 2001A between the main 
building and other buildings on the same continuous property is no longer available. 
Service arrangements for additional terminations withm a building or to another 
building on the same premises installed before January 1, 1987 are furnished to 
existing customers at present locations only in the sanie or lesser quantities. 

Extension of a Type 2001 interexchange local channel or additional local channel in 
the same exchange on the same circuit is no longer available. Service arrangements 
for additional terminations within a building or to another building on the same 
premises installed before January 1, 1987 are furnished to existing customers at 
present locations only in the same or lesser quantities. 

Extension of such channels to an additional point in the same building, or to another 
building on the same premises installed before January 1, 1987 with additional 
termination within a building or to another building on the sanie premises are 
furnished to existing customers at present locations only in the same or lesser 
auantities. 

Extension of a Type 2006 interexchange channel between buildings on the same 
premises is no longer available. Service arrangements for additional terminations 
within a building or to another building on the same premises installed before 
January 1, 1987 are furnished to existing customers at present locations only in tht. 
same or lesser quantities. 

Type 2001A extension lines between the main building and other buildings on thc 
same continuous property of one customer; or, from a customer's service to a 
secretarial service board, or to an answering location in the same building where tht 
line terminates in a multi-line telephone of another customer, are no longer available 
Service arrangements for additional terminations withm a building or to anothel 
building on thc sanie premises installed before January 1, 1987 are furnished tc 
cxisting customers at present locritions only in the same or lesser quantities. 

Type 2006A intracxchange channels for extension lines between buildings on thr 
same premises are no longer available. Service arrangements for additiona 
terminations within a building or to another building on the sanic premises installec 
before January 1, 1987 arc furnished to existing custoiiiers at present locations only ir 
the same or lesser quantities. 
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Description 
Series 2000 channels are furnished for operation on a two point or multipoint basis. 
The various types of services furnished are as follows. 

Type 2001 channels are furnished for voice transmission not involving connection of a 
PBX or other arrangement to a local or toll central office line to form a through 
connection over the private and exchange service lines. 

Type 2001A channels are furnished for voice transmission as bridged connections to 
exchange service, WATS lines, or as PBX (or similar) off-premises main and extension 
station lines, which may require signaling arrangements for operation over channels 
with specified resistance, with the capability of connection at a PBX, (or similar) 
svstem to a local or toll central office line to form a through connection over such a 
line. 
Type 2001B channels arc furnished for voice transmission provided with or without 
signaling arrangcment(s) to interconnect PBX (or similar) svstenis, Centrex systems or 
PBX (or similar) and Centrex systems. 

Type 2002 channels arc furnished for relnote control and operation of mobile radio- 
tclcphone sys teins. 

Type 2006 cha nnels are furnished for voice transm~ssion in connection with foreign 
c.xchange service. 

Type 2006A channels are furnished for voice transmission in connection with foreign 
central office service. 

22.3 Regulations-Type 2001 

A. These channels may be used for conference service so that persons at three or more 
telephones may converse simultaneously. 

B. These channels may be used for data transmission subject to the provisions herein 
and in Scction 1. 

C. These channels may be connected to extend service to another customer when the 
connection is made in accordance with the provisions of Section 1. 

D. These channels may be used to provide school to home service. School to home 
service equipment must include combined amplifier-speaker-microphone equipment 
for use in a classroom and a home, or hospital. This equipment, at either location, 
may be fixed or portable. 

E. These channels may be furnished between premises of the customer for the purpose 
of connecting terminal eaui~ment .  

Issued: March 07, 2001 
Effective: March 07, 2001 

J. Michael Hickey 
President-NH 



NHPUC No. 83 Private Line Services 
Part B Section 2 

Page 5 
Original 

Verizon New England Inc. 

2. Private Line Services 
2.2 Series 2000 Channels 

Regulations-Type 2001 
Telephotograph equipment for the transmission and reception of pictures and similar 
material inay be used in connection with a private line for voice communications 
under the conditions that private line telephone service is not represented as adapted 
to the telephotographic transmission of pictures and similar material. 

Liability-The use of private line service for telephotographic transmission is 
permitted only on the condition that the Telephone Company is not responsible for 
damages arising out of mistakes, omissions, interruptions, delays, or errors or defects 
in transmission, except those caused by its failure to furnish facilities suitable for 
ordinary telephone service or its failure to maintain and operate the facilities in a 
manner proper for telephone service. The liabilitv of the Telephone Company for 
damages caused by its failure to furnish facilities suitable. for ordinary telephone 
service or its failure to maintain and operate the facilities in a manner proper for 
telephone scrvice is as set forth in Section 1. 

Service Interruptions-Credit will be allowed onlv as provided in Section I .6. 

Regulations-Type 2001 Extension Service Associated with Government 
Service 

Interexchange Channels-When stations of an extension service are in exchanges in 
which thcre is no station on the Government service, in te re~chang~ mileage charges 
applv for the interexchange channel connecting such exchanges with the nearest 
exchangc in which there is a station on the Government service. 

Local Channels- ln tracxchange channel rates and charges for two local ckinnels to 
the customer's building apply for each station connected to a central office on a 
service arranged for communication among three or more stations at one time, except 
that where stations of an extension service arc located on the same premises as a 
station on t hc Government service, charges for connecting arrangements specified 
herein will apply in lieu of the charges for local channels. 

Connecting Arrangements-When one or more extension services are located on the 
same premises but in a different building than a station on the Government scrvice, 
ra tes and charges are applicable for each ex tension service. 

Move and change charges apply as appropriate. 
L L  
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These channels are classified as extension lines and are furnished in connection with 
main telephone exchange service, WATS line, and PBX (or similar) and Centrex 
systems, or between premises of the customer for the purpose of connecting PBX (or 
similar) or  Centrex systems to other terminal equipment. Extension lines are 
furnished when the following situations occur. 

The main exchange service is extended to a different premises or a PBX (or similar) 
station line is at a different premises from which the associated PBX (or similar) 
sys tern is located. 

2. A Centrex station line is located in a building other than the principal preniiscs. 

B. Extension lines are designed to meet normal transmission and signaling requirements 
and will be furnished when practicable and where facility conditions permit. 

C. Signaling Arrangements-Extension lines furnished for Ccntrcx or PBX (or similar) 
off-premises main o r  extension station lines require signaling arrangcment(s) as 
fc4ows. 

Type A-Furnished for use with Centrcx or Class A PBX (or similar) station ports 
capable of operation over channels with resistance in the range of 0-199 ohms 

2. Type B-Furnished for use with Ccntrex or Class B PBX (or similar) station ports 
capable of operation over channels with resistance in the range o f  200-899 ohms 

3. Type C-Furnished for use with Centrex or Class C PBX (or similar) station ports 
capable of operation over channels with resistance in the range of 900 ohms or more. 

D. lnterexchangc extension lines may be associated with measured or unlimited service 
in accordance with the offering in the exchange and subject to the general regulations 
governing the furnishing of measured and unlimited service on the same premises as 
specified in Part A, Section 5. 

E. Extension lines provided in connection with Ccntrex service are furnished subject to 
the regulations specified in Part H. 

F. These channels may be used for data transmission subject to the provisions herein 
and in Section 1. 

These channels are classified as tie lines. They are not furnished to interconnect 
terminal equipment or multi-line terminating systems. They are furnished to 
interconnect the following systems or premises. 

PBX or similar systems of the same or differcnt customers in different buildings and 
premises not on the same continuous property 

The principal premises of a Ccntrex system and its satellite service location 

The principal premiscs of separate Centrex systens o f  the same or differcnt customers 
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2. Private Line Services 
2.2 Series 2000 Channels 

2.2.6 Regulations -Type 2001% 
(Continued) 

The principal prelnises of a Centrex system and a PBX system of the same or different 
customers. ' 

Tie lines are designed to meet normal transmission and signaling requirements and 
will be furnished where practicable and where facility conditions permit. Tie line 
connections to central office trunk lines may be established at either end but not both 
ends simultaneously. 

Dial-type tie lines require E&M signaling arrangenient(s) to provide an  E&M 
signaling interface with switching equipment located on thc custonier's premises 
when furnished for use between two Centrex or PBX (or similar) systems, and, 
between ~i PBX (or similar) system and a Centrex system, in which case only one 
signaling arrangement is required. 

lnterexchange tie lines may be associated with measured or unlimited PBX (or 
similar) systems or Centrrx in accordance with the offering in the exchange and are 
subject to the regulations contained in Part A, Section 5 governing the furnishing of 
measured and unlimited service on the same premises. 

Tic. lines provided in connection with Centrcx service are furnished subject to the 
regulations specified in Part H. 

These channels may be used for data transmission subject to the provisions herein 
and in Scction 1. 

These channels are furnished between specified locations for the remote operation 
and control of private land radio-telephone stations established for communic a t' lon 
with mobile units. Channels arc suitably terminated on the premises of the custon~er 
bv the Telcvhone Comvanv. 

A. These channels are furnished to permit customers to obtain individual line or trunk 
line connection from an exchange other than that normally serving thc area in which 
the customer is located. 

B. The regulations applicable to these arrangements are as shown for foreign exchange I service in Part A. I 
C. These channels may be used for data transmission subject to the provisions herein I and in Section 1. I 
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2. Private Line Services 
2.2 Series 2000 Channels 

. 
Regulations-Type 2006A 

These channels are furnished within an  exchange to provide exchange service from a 
different central office other than that norlnally serving the area in which the 
customer is located. 

The regulations applicable to t h s  arrangement are as specified for foreign central 
office service in Part A .  

These channels may be used for data transmission subject to the provisions herein 
and in Section 1. 

22.10 AppGcation of Rates and Charges 

Rates and charges specified elsewhere in t h s  tariff for nlam telephone exchange 
service are applicable with channel Types 2001A, 2006 and 2006A. 

Premises Work Charges apply in addition to the monthly rates and NRCs for Series 
2000 service. 

For Type 2006 mterexchange channels, the mileage rate between rate centers is limited 
to three exchanges. 

The rates for Series 2000 channels contemplate service involving connection between 
telephones connected to the line and arranged for hand generator signaling. Signaling 
arrangements a re available. 

Moves-Premises work charges apply as appropriate. 

Changes-Change o f  equipment incurs charges as for a new installation. 
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2.3 Series 3000 Channels 

- L 

23.1 Availability 

! A. 1 lntraexchange ch~nnels  furnished between uoints within a building involving the 
, I  k 8 L, 

11 1 same or different uremises, or, between points in different buildings on the same 
k 8 

1 I uremises are no l;nger available. ~ervice'arrangements for additional terminations 

I I 
L ,  <, 

hithin a building or to another building on the same premises installed before 
January 1, 1987 are furnished to existing customers at present locations only in the 
same or lesser quantities. 

- 
B. Extension of a Tvoe 3001 and 3002 intraexchange and/or interexchange local channcl 

L ,  C 1 

11 I or additional loci1 channel in the same exchange on the same circuit is no longer 

I I 
C,  L ,  

available. Service arrangements for additional terminations within a building or to 
another building on  the same premises installed before January 1, 1987 are furnished 

I ( to existing cust&~ers at present locations only in the same or l&ser quantities. 

Description 
Series 3000 channels are designed to 111eet certain specifica tions based on Telephone 
Company standards of measurement for data transmission and for remote metering, 
supervisory control, and miscellaneous signaling purposes as set forth herein. These 
channels are not suitable for the transmission of direct current pulses. The number of 
stations that may be connected and the distance over which transnussion is possible 
niay be lin~ited by operating and transn~ission factors on channels furnished for data 
transmission. 

The channc.1~ may also be furnished to connect terminal equipment or 
communications systcnts to other tern~inal equipment or communications systen~s. 

Channels are furnished for operation on a two point or multi-point basis or for 
operation on any two point portion of a multi-point channel. The transmission 
characteristics and the various types of services furnished within this series are as 
follows. 

Type 3001-Approxin~ate bandwidth of 300 to 3,000 Hz. Furnished for remote 
metering, supervisory control and nliscellaneous signaling purposes. 

Type 3002-Approximate bandwidth of 300 to 3,000 Hz. Furnished either as an 
unccmditioned or conditioned channel for data transmission. A channel conditioning 
arrangement is required when the ch,innels are used for either C1, C2 or Dl data 
transmission. When thc channel equipped with Type Dl conditioning is u t iked  for 
voice comniu nica tions, the Telephone Company does not guarantee that the channel 
will be suitable for voicc transmission. 

These channels are furnished for indicating readings of meters at distant locations, 1 
operating switches which in turn some 'desired opera tion, or operating 
special signaling devices of the customer. 

* 
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2. Private Line Services 
2.3 Series 3000 Channels 

Regulations-Type 3002 
These channels when used for data transniission require terminal equipment (data 
sets) to condition signals generated by apparatus furnished by the custonier to signals 
suitable for transmission on the channel and to condition signals received from the 

L ,  

channel to signals for delivery to apparatus furnished by the customer. 

These channels may be used for normal black and white telephotograph (facsimile) 
transmission purposes without the use of terminal equipment. When picture 
transmission refinements are reauired, suitable tern~inal eaui~nient  should be used. 

Conditioning-When Type 3002 channels are used for C1, C2 or Dl  data 
transmissiol-~s, the following conditioning arrangements are required. Note that + 
means more loss. 

C1-The envelope dclay distortion niust not exceed between 1,000 or 2,-NO HL, a 
maximum difference of 1,000 microseconds. The loss deviation with frequency (from 
1,000 HY reference) niust not exceed between 1,000 and 2,400 Hz, -1db to +3db, or 
between 300 and 2,700 Hz, -2db to +6db. 

C2-The envelope distortion niust not exceed between 1,000 or 2,600 Hz, a niaximuni 
difference of 500 ~~iicrost.conds, betwecn 600 or 2,600 Hz, a niaxiniuni difference of 
1,500 niicroseconds, or between 500 or 2,800 Hz, a n~axinium difference of 3,000 
microseconds. The loss deviation with frequency (from 1,000 Hz reterence) must not 
exceed betwecn 500 and 2,800 Hz, -1db to +3db, or between 300 and 3,000 Hz, -2db 
to +6db. 

D l  (High Performance Data Conditioning)-For a two point chamel Signal to C- 
Notched noise ratio is 28db. Nonlinear distortion is signal to second order distortion 
of 35db or, signal to thrd  order distortion of 4Odb. Type D l  is furnished subject to the 
availabilitv of suitable facilities. 

A. Premises Work Charges apply in addition to the monthly rates and NRCs for Series I I 3000 service. I 
-. I B. I Bridging Charges apply on multi-point channels. 1 
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2. Private Line Services 
2.4 Series 5000 Channels 

Series 5000 channels are furnished between specified locations for voice, 
telephotograph (facsimile), teletypewriter, data transmission, remote metering, 
supervisory control, miscellaneous signaling and other purposes for which 
terminating arrangements are provided. 

B. Series 5000 chinnels are furnished for half duplex or duplex operation, on a two point 
or multi-point basis. 

2.4.2 Base Capacity. 
b 

Availability-The following base capacity installed on or before April 2, 1989 may be 
continued for existing custoniers at present locations in the same or fewer quantities; 
this includes changing the base capacity to a lower type only. New installations will 
bc provided only as Series 1000,2000 and 3000 channels. 

B. I Series 5000 channels provide base ca~aci tv for transmitting various forms of electrical 
I '  I communication U P  tc; the limits s t d f i c d  ior the various t v ~ e s  as set forth herein and 
, A  I teriiiinating arrangements necessary for the utilization of such capacity. 

Within the limits of a base capacity the customer may order as many individual 
channels of lesser capacity arranged for use as required. A channel is considered 
arranged for use when the necessary terminating or connecting arrangements are 
furnished pursuant to the customer's order. 

Base capacity denotes the potential for communication channels and services which 
can be realized only with the use of termhiting arrangements. Base capacity, with 
appropriate terminating arrangements, is provided for use as a wideband channel or 
for use as individual channels of lesser capacitv which in total do not exceed the 
equivalent voice grade capacity specified for each type. Base capacity is furnished in a 
manner elected by the Telephone Company, whether by wire, radio or a combination 
thereof and whether or not by means of a single facility or route. 

For each basc capacity the Telephone Company undertakes to provide only that 
portion of the maximuni base capacity which the customer orders as channels 
arranged for his use. Additional channels up  to the maximum of the base capacity 
will be provided and arranged for use at the customer's request subject to the 
availability of suitable terminating or connecting arrangements. The various types and 
classification of base capacity furnished wi thn  Series 5000 channels is as shown in 
Exhibit 2.4.2-1. 

1. Within the maximums specified in Exhibit 2.4.2-1 the base capacity made available tc I the custonier in each classification is determined bv the number and tvpe ol 

I 
2 1 

terminating or connecting arrangements furnished from time to time pursuant to his 
order and is limited to the ca~aci tv so determined. 
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2. Private Line Services 
2.4 Series 5000 Channels 

Max. Equivalent Camer Spectrum Max. Equivalent Voice 
Base Capacity Assignment I Grade Channels 

Type 5500 48 Kilocycles Per Second 12 

Type 5600 96 Kilocycles Per Second 24 

Type 5700 240 Kilocycles Per Second 60 

T v ~ e  5800 1000 Kilocvcles Per Second ( a ~ ~ r o x . )  240 
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2. Private Line Services 
2.4 Series 5000 Channels 

1 

Terminating Arrangements 
Tern~inating arrangements for use with the various types of base capacity are 
furnished as service terminals for use as a wideband channel or as service terminals 
for use as individual channels of a lesser c<lpacity. A service terminal is required for 
each servicb arranged for use by the customer, for each connection of service to a 
station, or for each connection of service to a Telephone Company office for the 
purpose of establishing a channel in connection with foreign exchange service. When 
a channel switching arrangement is provided, each station at the switching point 
requires a service terminal for each of the channels to which it is connected and 
which can be operated as a separate channel. 

Where service terminals for use as individual channels of a lesser capacity are 
furnished, the Type nunibers as shown in Exhibit 2.1.3-1 are assigned by reference to 
the individual chinnel as if i t  were furnished under Series 1000,2000 or 3000 channels 
by dropping the second-digit of the regular Type number and adding a five as the 
first-digit of the new four-digit Series 5000 Type number. 

Moves and Changes 

When a service terminal is moved to a different building, NRCs apply as well as 
preniises work charges. When a service tcrnlinal is n~oved to a new location with the 
same building, one-half the NRCs apply. Premises work charges also apply. 

When a change is made in the classification of the service terminal, a NRC applies for 
each service terminal that is changed or added new in the base capacity. 

When a custonier's existing channels and services become channels and services of a 
base capacity, NRCs for service terminals do not apply provided service terminals of 
the same classifications are continued in use without interruotion. 

Service Terminals for Use as a Wideband Channel 

Type 5501-Service terniinals to accommodate the transmission of data signals at a 
rate of 40,800 bits per second in sequence, including one telephone channel 
termination for coordination. The channels developed by each service terminal have 
the total equivalent of twelve telephone channels. 

Type 5502-Service terminals to accommodate the transmission of data signals at a 
rate of 50,000 bits per second in sequence, including one telephone channel 
termination for coordination. The channels developed by each service terminal have 
the total equivalent of twelve tclephone channels. 

Service Terminals for Use as Channels of a Lesser Capacity 

Voice-Service terminals suitable for terminating channels having transmission 
characteristics and with terminating arrangeimmts similar to those furnished under 
Series 2000 and 3000 (Type 3001 only) channels. Voice service terminals are Types 
5201, 5201A, 5201B, 5202, 5206 and 5301. 
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2. Private Line Services 
2.4 Series 5000 Channels 

2.4.3 Terminating Arrangements 
D. (Continued) 

2. Teletypewriter-Service ternlinals suitable for terminating channels having 
transmissicin characteristics and with terminating arrangements similar to those for 
channels furnished under Series 1000 channels. Teletypewriter service terminals are 
Types 5101,5102A, 5102B, 5105 and 5106. 

a. Except for Type 5106 channels twelve channels or any portion thereof or a 
combination, not exceeding twelve channels, between the same pair of rate centers, 
have the equivalent of one voice grade channel. Four Type 5106 channels or any 
portion thereof not exceeding four channels, between the same pair of rate centers, 
have the equivalent of one voice grade channel. 

3. Data-Service terminals suitable for terminating channels having transmission 
characteristics and with terminating arrangements similar to those for Series 3000 
channels furnished for data transmission. Each channel has the equivalent of one 
voice grade channel. Data service terminals are Type 5302. 

4. Charges for the first station in an exchange or for a connection to a Telephone 
Company office on each service in use are incurred per service terminal. Charges for 
the second or subsequent station in an exchange on any individual service are 
incurred per service tern~inal. 
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2. Private Line Services 
2.4 Series 5000 Channels 

Series Type Equivalent 5000 Series Type 

1000 1002 5102 
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2. Private Line Services 
2.4 Series 5000 Channels 

2.4.4 Cmmecting Arrangements 
A connecting arrangenient is required for each connection of a channel furnished 
under this series to the following channels or arrangements. 

An interexchange chinnel furnished under other series, except where the connection 
is by means of a switching arrangement 

An alternate use arrangement except when a connecting arrangement is furnished for 
the preceding purpose, or a service terminal is provided. 

B. A connecting arrangenient clwrge equal to the service terminal charge for the first I I station on the channel applies for each connecting arrangement. 

C. When a customer wishes to make the connection at will, special charges apply for thc I I function ~cr formed .  

Except as otherwise provided herein, the following regulations apply as set forth for 
services of the same type <ind furnished for the same purposes under Serics 1000, 2000 and 
3000 services. 

- - - - - - - - 

Channels furnished within this series are provided only through the use of Series 
5000 terminating or  connecting arrangements provided by the Telephone Conipany. 
The customer cannot create additional channels from channels furnished undcr this 
series except that the customer can create additional channels from channels of voice 
grade or less to the extent perniittcd under the provisions of Section I .  

B. Channels and terminating arrangements furnished for purposes specified herein are 
suitable for these purposes. While other uses are permitted, channels and terminating 
arrangements are not represcntcd as being satisfactory for other uses. 

a wideband channel is arranged for alternate use as channels of lesser capacity 
with regulations for alternate use, one voice grade channel will be 

I associated with the wideband service terminal for coordina t<ng purposes and this 
channel may not be suitable for other purposes. 
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1 Local Channels Schedule F-Channels or channel extensions within the same 
building, or between different buildings on the same premises arc no longer available. 

1 Service arrangenicnts for additional terminations within a building or to another 
I building on the same premises installed before January 1, 1987 are furnished to 
existing customers at present locations only in the same or lesser quantities. 

I For all other channels, those channels within a program area where channels are 
I furnished on a network between a studio and a distributing center, between a I 

C' 

I distributing center and a station or between distributing centers the total mileage is 
I the sum of the local channel mileages. 

I 

Series 6000 channels are furnished for one-way program transmission in connection 
with loudspeakers and sound recording. 

Type 6002 Schedule D provides for the occasional use of program transmission 
facilities, without special operation and supervision, for the transmission of audio 
material within a frequency range from approximately 200 to 3,500 cycles per second. 
Tra~mnission limitations permit the satisfactory transmission of the above frequency 
range only over limited distances. This type covers the provision of interexchange 
channcl facilities and services, including the necessary bridging connections. 

Type 6003 Schedule C provides for the continuous use of program transmission 
facilities as described for Tvve 6002 vrecedincr. 

Type 6004 Schedule B provides for the occasional use of program transmission 
facilities, with special operation and supervision, for the transmission of program 
material within a frequency range from approximately 100 to 5,000 cycles per second. 
This type covers the provision of interexchange channel facilities and services, 
including such station connections as mav be reauired. 

Type 6005 Schedule A provides for the continuous use of program transmission 
facilities as described for Type 6004. 

Type 6006 Schedule BB provides for the provides for the occasional use of program 
transmission facilities, with special operation and supervision, for the transmission of 
program material within a frequency range from approximately 50 to 8,000 cycles per 
second. This type covers the provision of interexchange channel facilities and services, 
includina such station connections as mav be reauired. 

Type 6007 Schedule AA provides for the continuous use of program transmission 
facilities as described for Tvve 6006. 

Local Channels Schedule F provides for program transmission facilities within an 
exchange are bctween the following locations. 

Two stations 
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2.5.2 Description 
(Continued) I 

interexcharige channel 

The hllowing regulations apply to Series 6000 channels furnished be tween points within 
hv State of New Hampshire. 

Provision of Facilities- All station equipment and station wiring, other than any 
equipn~ent necessary for the suitable termination of the channel facilities on the 
premises of the customer and his patrons, must be provided by the customer or his 
p,~ tron. 

Connection with Telephone Services-Series 6000 'channel facilities provided herein 
are thc only channel facilities furnished by the Telcphone Company for program 
tr;insniission in connection with loudspeakers and sound recording. Facilities 
furnished in connection with exchange, MTS, or private line telephone services may 
ncither bc connected with program transmission channels or  be connected directly or 
indirectly with loudspeaker or sound recording equipment associated with program 
transmission channels. Channels furnished in connection with loudspeakers and 
sound recording may be interconnected with channels furnished in connection with 
radio broadcasting. 

Connection with Other Channels of the Telephone Company and with Channels of 
Others 

Connections of channels may be made by a customer (or arranged for by a custon~cr) 
at a studio or audit broadcasting transmitter, provided that the connections will not 
result in connection, either directly or indirectly, for through transmission of 
Telephone Company interexchange channels with interexchange channels of others, 
except as specifically covered in Section 2.5.3C2 and further pro~~idcd,  that no 
interference with or impairment of service rendered by the Telephone Company will 
result. Connection with Telephone Company intcrexchangc channels can be made by 
a customer only via local channels of the Tclcphonc Company. 

Local channels of the Telephone Company may be conncctcd with interexchange 
channels of others when the channels operate o n  frequencies assigned for frequency 
modulation broadcastinx (FM broadcast channels). 
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- 

2.5.3 Regulations 

2.5.4 Program Exchange Areas (PEA) 

C. (Continued) 

! A. I PEAS denote the area served bv a n  exchange. 1 

3. 

4. 

2.5.5 Application of Rates and Charges 

Program transmission channels in connection with loudspeakers may be 
interconnected at Telephone Company premises to form a network for the 
distribution of program material to a number of loudspeaker locations. The points at 
w h c h  interconnection of such channels are made are called dktributing centers. 

Amplifying equipment provided by the customer and located at the customer's studio 
niav be used to connect channels furnished under the various schedule classific a t' lons. 

A. Premises work charges apply in addition to all other applicable rates and charges for I I servicc and associated equipment. 

B. Thc maximum charge applicable for occasional service wittun the pcriod of one I I nionth is the charge for monthly service for similar grade facilities. 

I C. Thc distributing centcr connccting arrangement NRC which applies for each 
connecting arrangement is not applicable for a channel connecting a customer's studio 
and a distributing center. 
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2. Private Line Services 
2.6 Series 10000 Channels 

, A. Series 10000 channels are furnished to the customer by the Telephone Company for 
thc purpose of extending communications systems to a premises of the customer or 
au thorizcd .user. Channels arc furnished for opera tion on a two point basis. 

I 

B. Type 10001-Approximate bandwidth of 300 to 3,000 Hz. Furnished, to the extent 
permitted by the normal transmission characteristics of this grade of channel, tor 
types of transmission similar to those set forth for Series 1000, 2000 and 3000 

I channels. 

A. Type 10001-The customer's or authorized user's premises must be located 25 airlinc 
nules or less from the point at which the custon~er provided communications channel 

A. Rates and charges for entrance facilities (Type 10001) will be determined on a case-by- I I case basis. I 
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Private Line Services 
2.7 Signaling Arrangements 
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2.8 Dataphone Select-A-Station Service (DSAS) 

Data Station Selector (DSS)-A private line data switching device located in a Telephone 
Company central office which is capable of making connections between a four-wire input 
and up  to 128 outputs, two-wire or four-wire, one at a time, under the control of the master 
station. DSS's are designated either primary or secondary. 

Master Station-The master station con~prises a customer provided terminal and a Selector 
Control Unit (SCU) located on the customer's premises. ~ r b n i  this location, polling of each 
remote station is provided. 

Primary Data Station Selector (PDSS)-A DSS which is connected to a SCU. 

Remote Station-Any one of the many stations, located on a customer's premises, which 
can bc polled iron1 the master station via the associated DSS. 

Secondary Data Station Selector (SDSS)-Any DSS connected to the PDSS that is arranged 
with the proper options. 

Selector Control Unit (SCU)-The SCU is provided bv the custon~er to transmit control 
signals to a DSS and/or receive supervisory signals fron; the DSS. 

A. DSAS servicc is a multi-station, voice gradc private line data service designed to I establish point-to-point connections between A master station and a number of remote 
( stations, one at a time. 

DSAS arranged for sequential operation requires customer specification, prior to 
installation, of the order of connection from the DSS to the remote stations. The 
a~s tonwr  provided terminal equipment must be compatible with DSAS equipment. 
The customer also must specify onc of the following sequential DSS options. 

1. 

8. 

C. 

Automatic Step-A DSS arrangement in which the duration and order of connections 
are fixed. 

The order of connections made from the n~aster station to remote stations may be 
either sequential (fixed) or addressable (under the control of the master station). 
Direct transmission between remote stations is not possible, nor is simultaneous 
communications from the master to more than one remote station possible. 

DSAS rcquires the use of equipment and Type 3002 channels provided herein. 

DSAS is not designed to provide alternate voice-data transmission and this type of 
transmission is not supported. DC continuity between master and remote stations is 
not provided. 

Issued: March 07, 2001 
Effective: March 07, 2001 

J. Michael Hickey 
President-NH 
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2. Private Line Services 
2.8 Dataphone Select-A-Station Service (DSAS) 

2.83 Service Arrangements 
A. (Continued) 

2. Automatic Step with Reset-A DSS option in which the duration and order of 
connections' arc fixed, but the DSS resets to the beginning of the connection cycle 
upon command from the master station. A DSS with this option cannot be used as a 
PDSS in a tandem DSS arrangement. 

3. Controlled Step-A DSS arrangement which allows the customer t o  have in-service I control over the duration of the connection, however the order is fixed. 

B. DSAS arranged for addressable operation provides a DSS arrangement in which the I duration and order of connections a re variables controlled bv the master station. 

2.8.4 Access Lines 
A. Access from the PDSS to the customer providcd SCU is obtained through a Type 3002 

channel. Full duplex rates and charges apply for the channel. In addition, one four- 
wire channel connection is reauircd Dcr PDSS to SCU. 

B. Access to each SDSS from the PDSS is obtained through a Type 3002 channel. In 
addition, a hur-wirc charnel connection is reauired at the PDSS and the SDSS. 

C. Access to each remote station from the Primary or Secondary Data Station Selector is 
obtained through a Type 3002 channcl. Full or half duplex rates and charges apply in 
addition to the two-wire or four-wire channel connection rates and charges. 

Issued: March 07,2001 
Effective: March 07, 2001 

A. 

B. 

J. Michael Hickey 
President-NH 

Service charges apply in addition to the rates and charges for DSAS. 

Change charges are applicable for changes from sequential operation to addressable 
operation, and, to change sequential options. 


